GUM ROLL ARRANGEMENT FOR
ADJUSTABLE VARIOUS CAN HEIGHTS
REAR SIDE /“ SCRAPER

CAN HEIGHTS 406 (4-3/8°) AND HIGHER,
/ USE TWO CENTER AND TwDO OUTSIDE GUM

ROLLS AS SHOWN.

' ' CAN HEIGHTS BETWEEN 406 (4-3/87) AND
ALWAYS BE 306 (3-3/8"), USE ONE CENTER GUM ROLL
SURE DUTSIDE AND TURN RETAINER PLATE SO SINGLE
GUM ROLL PRONG FITS IN CENTER OF GUM ROLL.
FLANGE IS
LOCATED IN CAN HEIGHTS BETWEEN 306 ¢3-3/8°) AND
CAN TRACKS 208 (2-1/2°), REMOVE CENTER GUM ROLL
AS SHOWN —_| AND LEAVE RETAINER PLATE WITH SINGLE
\ PRONG TOWARDS GUM ROLLS.
CCONTINUED BELOW)
\ CAN |
([ alf][f | BELT
- I I TRACK
lDUTSIDEI
| cum | 406 OR 4-3/8° HIGH
RETAINER
CAN SHOWN. READ
PLATE (11 ROLL [l INSTRUCTIONS FIR
1 1 VARIOUS CAN HEIGHT
Tt CENTER il]|[] SETTINGS.
PRONG] [l Gum 1]
I ROLL ]
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LOOSEN THIS
SCREW TO
REVERSE [T OUTSIDE ul]]]
RETAINER GUM /
PLATE ROLL GUM SPOTS SHOULD
, ALWAYS CLEAR BELTS
CAN
[ al[]lf | BELT
TO REMOVE OR TRACK
LOCATE CENTER
GUM ROLLS,
PULL THIS —"] CAN HEIGHTS BELOW 208 <2-1/2%,
SHAFT OUT FAR REMOVE THE TWO OUTSIDE GUM ROLLS
ENOUGH TO AND USE ONE CENTER GUM ROLL DN
MAKE THE SINGLE PRONG OF RETAINER PLATE.
CHANGE, THEN
‘ REPLACE AND ' ALSO, SPECIAL NARROWER GUM .ROLLS
TIGHTEN THE ! ‘
@ TIGHTEN THE CAN BE USED IF REQUIRED.
| I NOTE: WHEN USING ONE CENTER GUM
PUSH ROCKER ARM—=@® ROLL ONLY, BE CAREFUL NOT TO
DOWN HERE ADJUST THE CAN TRACKS IN TO CLOSE
OPERATOR SIDE iy ROLL TO THE GUM ROLLS.
RETAINER SHAFT [ -

FORM *D* (RUBBER> OR FORM “C" (ALL METAL> GUM ROLLS
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